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11/16-16 STRAIGHT THREAD
MAXIMUM THREAD DEPTH .31"

460V-480V
POWER INPUT

TERMINAL BLOCK

RETURN
AIR IN

AMBIENT AIR IN.
REUSABLE FILTER:
1) SLIDING 1" FRAME STANDARD 
2) 2" FRAME FOR PLEATED FILTER OPTIONAL

OPTIONAL 2" PLEATED FILTER.

2.00
CLEARANCE
BOTH SIDES.44

1.93
2" OPTIONAL FILTER
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TEMPLATE VIEW
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ENCLOSURE)

FOR CUTOUT AND
BOLT PATTERN

SEE CUTOUT
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DETAIL A

B

DETAIL B

.422

.297

120V/230V POWER INPUT TERMINAL
BLOCK, NOT PRESENT ON 480V MODELS

5.691
(USED ON 480V
MODELS ONLY)

SECTION BELOW LINE
ON 480V MODELS ONLY

UPPER POWER TERMINAL
BLOCK COVER, THIS LOCATION
ON 120V/230V MODELS ONLY

1.810

LOWER POWER TERMINAL
BLOCK COVER, THIS LOCATION
ON 480V MODELS ONLY

NARROW EDGE NE020/NE030/NE040 - 2,000/3,000/4,000 BTUH
120V, 230V, AND 480V MODELS

DRY CONTACT OPTION
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GASKET LOCATION


