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11.83 15.06

A

DETAIL A

POWER SWITCH - SWITCHES 
ONLY COMPONENT POWER.
MAIN TRANSFORMER AND 
TERMINAL BLOCK REMAIN 
ENERGIZED.

OD MODEL TEMPERATURE 
CONTROLLER CORD FEED-THRU

DRY CONTACT OPTION

RETURN
AIR IN

COLD 
AIR 
SUPPLY

2.21
2" OPTIONAL FILTER

2.00
CLEARANCE
BOTH SIDES

.36

.18

TEMPLATE VIEW
(FROM INSIDE
ENCLOSURE)

FOR CUTOUT AND
BOLT PATTERN
SEE CUTOUT
TEMPLATE

AMBIENT AIR IN.
REUSABLE FILTER:
1) SLIDING 1" FRAME STANDARD 
2) 2" FRAME FOR PLEATED FILTER OPTIONAL

OPTIONAL 2" PLEATED FILTER.

CHASSIS GROUND
POWER INPUT
TERMINAL BLOCK
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1.810

RETURN
AIR IN

COLD AIR
SUPPLY

TITLE

SIZE DWG NO
NE02S/03S/04S 480V SHORT

REV

SCALE: WEIGHT: SHEET 1 OF 1

72 X
54 6/30/2016

Filename: tei_ne_02S-03S-04S_480V Short_drwng.dft

NARROW EDGE
2000/3000/4000 BTUh

480V SHORT

GASKET LOCATION

1.810


